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HEVADEX 
DOP – declaration of performance 

Unique identification code of the product : 

AQUAPROOF REACTIVE 
 
Intended use: 
 

Coating for waterproofing of concrete and other construction materials 
 

Classification system : 
 

EN 1504:2 - System 4 
 
Naam en het contactadres van de fabrikant:  
 

Hevadex bvba 
Zoomstraat 6a 
9160 Lokeren 
België 
Tel: +32 9 348 31 00 

 
Declared performances: 
 

Onderwerp Norm Prestatie 
Water vapour transmittance EN ISO 7783-1/2 Sd < 5 meter (Class 1) 

Waterproofing EN 14891 A.7. Pass 

Waterpressure resistance EN1542 2,5 bar 

Hardness - Shore A EN1542 40-50 

Capillary absorption EN 1062-3 < 0,1 kg m-2 h-0,5 

CO2 resistance EN 1062-6 Sd > 50m 

Adhesion EN1542 1 N/mm² 

Adhesion wet concrete EN1542 1 N/mm² 

Static indentation TR007 L4 – P4 

Crack bridging EN 14891 par A.8 >0,75mm 

Sliding resistance TR009 >0,1mm 

Elongation EN1542 350% 

Fireresistance EN 13501-5 Broof (t1) 
(*)Mentioned values in this table based on lab conditions. May differ on jobsites. 

 
Signed for the company by, 

Dhr. Herman Van Damme 

CEO Hevadex  

Lokeren, date of document 
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